CHAINS FOR ESCALATORS
SPECIAL CHAINS

ESCALATOR CHAINS

CHAINS FOR ESCALATORS AND MOVING WALKWAYS

6560
Breaking load: 186 kN
Distance E: 1084 mm

6656
Breaking load: 186 kN
Distance E: 1490 mm
ESCALATOR CHAINS

CHAINS FOR ESCALATORS AND MOVING WALKWAYS

- With tabs, anti-backbend
- With outboard wheels fitted on extended pins

**6529**
Breaking load: 164 kN

**6814**
Breaking load: 200 kN

AXIAL GREASING

- Lubricates the articulation from inside
- Prevents maintenance
- Enhances the service life of the chain
CHAINS FOR ESCALATORS AND MOVING WALKWAYS

- With wheels integrated in the chains
- Shaft connecting twin strand chains

SEDIS solution

- Seals the articulation from outside
- Lubricates the articulation from inside
- Prevents maintenance
- Enhances the service life of the chain

Breaking load: 150 kN per strand
**CHAINS FOR ESCALATORS AND MOVING WALKWAYS**

**6627**

- Breaking load: 248 kN per strand
- With anti-backbend platform
- With outboard wheels fitted on shafts connecting the chain strands
- Twin strand chain
- Oil lubrication

**6649**

- Breaking load: 350 kN per strand
- With anti-backbend platform
- With outboard wheels fitted on shafts connecting the chain strands

---

**VERTE® CHAIN**

- Self-lubricating bushes
- Prevents maintenance
- Enhances the service life of the chain

---

Dimensions in mm

**Référence : 6627**

- For limiting reverse bending, exteriors to the chain mounted on the 2 chains nappes.
- Oil lubrication

**Distance between strands : 1084**

**Ø 65,85**

**30,25**

**406,38**

**135,46**

**65,85**

Distance between strands : 1084

**Ø 100**

**1073**

**29,5**

**406,38**

**135,36**

**1073**
CHAINS FOR ESCALATORS AND MOVING WALKWAYS

**6707**
- Breaking load: 186 kN
- Step shaft every 4 pitches
- Dimensions: 31.3 x 138.95 mm
- Pitch: 135 mm
- Breaking load: 186 kN

**6717**
- Breaking load: 725 kN
- Dimensions: 38.1 x 114.3 x 98.4 mm
- Pitch: 135 mm
- Breaking load: 725 kN

**VERTE*CHAIN**
- Self-lubricating bushes
- Prevents maintenance
- Enhances the service life of the chain
ESCALATOR CHAINS

CHAIRS FOR ESCALATORS AND MOVING WALKWAYS

6723
Breaking load: 327 kN
Pitch: 135 mm

6732
Breaking load: 80 kN per strand

Dimensions in mm

UNI
TING THE STRONGEST LINKS
WESTERN CANADA Sales Office
Calgary Tel: 780-242-0864

CENTRAL CANADA Sales Office
Winnipeg Tel: 431-334-8334

EASTERN CANADA Sales Office
Montreal Tel: 514-886-5270
Toronto Tel: 416-526-0352